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OPERABLE GLASS PANEL PARTITIONS 102239 - 1 

SECTION 102239 

OPERABLE GLASS PANEL PARTITIONS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes manually operated and electronically activated, individual glass panel 

partitions with vinyl film graphics. 

1.2 PREINSTALLATION MEETINGS 

A. Preinstallation Conference:  Conduct conference at Project site. 

1.3 ACTION SUBMITTALS 

A. Product Data:  For each type of product. 

B. Shop Drawings:  For operable glass panel partitions. 

1. Include plans, elevations, sections, details, numbered panel installation sequence, and 

attachments to other work. 

2. Indicate stacking and operating clearances.  Indicate location and installation 

requirements for hardware and track, blocking, and direction of travel. 

C. Samples for Initial Selection:  For each type of exposed material, finish, covering, or facing. 

1. Include Samples of accessories involving color selection. 

D. Samples for Verification:  For each type of exposed material, finish, covering, or facing, 

prepared on Samples of size indicated below: 

1. Panel Edge Material:  Not less than 3 inches long. 

2. Glass:  Units 12 inches square. 

3. Hardware:  One of each exposed door-operating device. 

4. Vinyl film graphics. 

E. Delegated-Design Submittal:  For operable glass panel partitions. 

1. Include design calculations for seismic restraints. 
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1.4 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings:  Reflected ceiling plans, drawn to scale, on which the following items 

are shown and coordinated with each other, using input from installers of the items involved: 

1. Partition track, track supports and bracing, turning space, and storage layout. 

2. Suspended ceiling components. 

3. Structural members to which suspension systems are attached. 

4. Size and location of initial access modules for acoustical tile. 

5. Items penetrating finished ceiling, including the following: 

a. Lighting fixtures. 

b. HVAC ductwork, outlets, and inlets. 

c. Speakers. 

d. Sprinklers. 

e. Smoke detectors. 

f. Access panels. 

6. Plenum acoustical barriers. 

B. Setting Drawings:  For embedded items and cutouts required in other work, including support-

beam, mounting-hole template. 

C. Qualification Data:  For qualified Installer and manufacturer. 

D. Seismic Qualification Certificates:  For operable glass panel partitions, tracks, accessories, and 

components, from manufacturer.  Include seismic capacity of partition assemblies to remain in 

vertical position during a seismic event and the following: 

1. Basis for Certification:  Indicate whether certification is based on analysis, testing, or 

experience data, according to ASCE/SEI 7. 

2. Detailed description of partition anchorage devices on which the certification is based 

and their installation requirements. 

E. Product Certificates:  For each type of operable glass-panel partition. 

F. Product Test Reports:  For each operable glass-panel partition, for tests performed by a 

qualified testing agency. 

G. Sample Warranty:  For manufacturer's special warranty. 

1.5 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data:  For operable glass panel partitions to include in maintenance 

manuals. 

1. In addition to items specified in Section 017823 "Operation and Maintenance Data," 

include the following: 
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a. Panel finish and finishes for exposed trim and accessories.  Include precautions for 

cleaning materials and methods that could be detrimental to finishes and 

performance. 

b. Seals, hardware, track, track switches, carriers, and other operating components. 

1.6 QUALITY ASSURANCE 

A. Installer Qualifications:  An entity that employs installers and supervisors who are trained and 

approved by manufacturer. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Protectively package and sequence panels in order for installation.  Clearly mark packages and 

panels with numbering system used on Shop Drawings.  Do not use permanent markings on 

panels. 

1.8 WARRANTY 

A. Special Warranty:  Manufacturer agrees to repair or replace components of operable glass panel 

partitions that fail in materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Faulty operation of operable glass panel partitions. 

b. Deterioration of metals, metal finishes, and other materials beyond normal use. 

2. Warranty Period:  Two years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Delegated Design:  Engage a qualified professional engineer, as defined in Section 014000 

"Quality Requirements," to design bracing of tracks to structure above. 

B. Seismic Performance:  Operable glass panel partitions shall withstand the effects of earthquake 

motions determined according to ASCE/SEI 7. 

C. Acoustical Performance:  Provide operable glass panel partitions tested by a qualified testing 

agency for the following acoustical properties according to test methods indicated: 

1. Sound-Transmission Requirements:  Operable glass-panel partition assembly tested for 

laboratory sound-transmission loss performance according to ASTM E 90, determined by 

ASTM E 413, and rated for not less than the STC indicated. 
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2.2 OPERABLE GLASS PANEL PARTITION SYSTEMS 

A. Operable Glass Panels:  Frameless aluminum glass-panel partition system, including panels, 

seals, suspension system, operators, and accessories. 

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 

following: 

a. Modernfold, Inc.; a DORMA Group company; Acousti-Clear Motorized SealDRS 

as basis of design. 

b. Hufcor, Inc. 

c. KWIK-WALL Company. 

d. Moderco Inc. 

e. NanaWall Systems, Inc. 

B. Panel Operation:  Manually operated, individual panels. 

C. Panel Construction:  As required to support panel from suspension components and with 

reinforcement for hardware attachment.  Fabricate panels with tight hairline joints and 

concealed fasteners.  Fabricate panels so finished in-place partition is rigid; level; plumb; 

aligned, with tight joints and uniform appearance; and free of bow, warp, twist, deformation, 

and surface and finish irregularities. 

1. Factory-Glazed Fabrication:  Glaze operable glass panels in the factory where practical 

and possible for applications indicated.   

a. Satin Stainless Anodized 

D. Glass and Glazing:  As follows: 

1. Safety Glass Standard for Partition Panels:  Provide glass products complying with 

testing requirements in 16 CFR 1201, Category II, or ANSI Z97.1, Class A. 

2. Safety Glass Standard for Pass Doors:  Provide glass products complying with testing 

requirements in 16 CFR 1201, Category II. 

3. Glass:  Manufacturer's standard safety glass and glass assemblies as indicated and 

complying with the follows: 

a. Tempered Glass:  ASTM C 1048, Kind FT (fully tempered), Type I (transparent 

flat glass), Class 1 (clear), Quality-Q3. 

b. Glass Thickness:  Manufacturer's standard thickness for indicated requirements. 

4. Glazing System:  Manufacturer's standard factory-glazing system. 

E. Vinyl Film Graphics:  Flexible vinyl with laminated clear film. 

1. Thickness:  Nominal 8 mil. 

2. Surface:  Smooth. 

3. Pattern:  As indicated on Drawings. 

4. Adhesive:  Pressure-sensitive with air release channels as recommended by manufacturer.   
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F. Dimensions:  Fabricate operable glass panel partitions to form an assembled system of 

dimensions indicated and verified by field measurements. 

1. Panel Width:  Standard widths. 

G. STC:  Not less than 45. 

H.G. Panel Closure:  Manufacturer's standard unless otherwise indicated. 

I.H. Hardware:  Manufacturer's standard as required to operate operable glass-panel partition and 

accessories; with decorative, protective finish. 

1. Non-locking Rail Handle. 

2. Pull for Main Door:  As selected by Architect. 

J. Locking Rail HandlePanel Frame Finishes: 

1. Exposed Metal:  As selected by Architect from manufacturer's full range as follows: 

a. Stainless Steel:  Directional satin finish, No. 4. 

2.3 SUSPENSION SYSTEMS 

A. Tracks:  Steel or aluminum designed for operation, size, and weight of operable glass-panel 

partition indicated.  Size track to support partition operation and storage without damage to 

suspension system, operable glass panel partitions, or adjacent construction.  Limit track 

deflection to no more than 0.10 inch between bracket supports.  Provide a continuous system of 

track sections and accessories to accommodate configuration and layout indicated for partition 

operation and storage. 

1. Head Closure Trim:  As required for acoustical performance; with factory-applied, 

decorative, protective finish. 

B. Carriers: Trolley system as required for configuration type, size, and weight of partition and for 

easy operation; with ball-bearing wheels. 

1. Multidirectional Carriers: Capable of negotiating intersections without track switches. 

C. Track Intersections, Switches, and Accessories: As required for operation, storage, track 

configuration, and layout indicated for operable glass-panel partitions, and compatible with 

partition assembly specified. Fabricate track intersections and switches from steel or aluminum. 

D. Aluminum Finish: Mill finish or manufacturer's standard, factory-applied, decorative finish un-

less otherwise indicated. 

2.4 ACCESSORIES 

A. Storage Pocket Door: Full height at end of partition runs to conceal stacked partition; of same 

frame material, finish, thickness, and acoustical qualities as panels; complete with operating 
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hardware[ and acoustical seals at soffit, floor, and jambs]. Hinges in finish to match other 

exposed hardware. 

1. Manufacturer's standard method to secure storage pocket door in closed position. 

B. Vertical Edge Trim: Manufacturer's standard thin aluminum astragal trim to protect vertical 

edges of glass in frameless panels. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine flooring, tops of knee walls, structural support, and opening, with Installer present, for 

compliance with requirements for installation tolerances and other conditions affecting 

performance of operable glass panel partitions. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. General:  Comply with ASTM E 557 except as otherwise required by operable glass-panel 

partition manufacturer's written installation instructions. 

B. Install operable glass panel partitions and accessories after other finishing operations, including 

painting, have been completed in area of partition installation. 

C. Install panels from marked packages in numbered sequence indicated on Shop Drawings. 

D. Broken, cracked, chipped, deformed, or unmatched panels are not acceptable. 

E. Broken, cracked, deformed, or unmatched gasketing or gasketing with gaps at butted ends is not 

acceptable. 

F. Install vinyl film on glass with no gaps or overlaps, no lifted or curling edges, and no visible 

shrinkage. Measure the application surface and cut film to size with a minimum 1/2 inch extra 

on all sides for trimming.  

3.3 ADJUSTING 

A. Adjust operable glass panel partitions, hardware, and other moving parts to function smoothly, 

and lubricate as recommended by manufacturer. 

B. Adjust to operate smoothly and easily, without binding or warping. 

C. Verify that safety devices are properly functioning. 
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3.4 MAINTENANCE SERVICE 

A. Maintenance Service:  Beginning at Substantial Completion, maintenance service shall include 

six months' full maintenance by manufacturer's authorized service representative.  Include 

quarterly preventive maintenance, repair or replacement of worn or defective components, 

lubrication, cleaning, and adjusting as required for proper operable-partition operation.  Parts 

and supplies shall be manufacturer's authorized replacement parts and supplies. 

3.5 DEMONSTRATION 

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to 

adjust, operate, and maintain operable glass panel partitions. 

END OF SECTION 

AGerber
Text Box
16



 

 

 


	000110 17047 ds TOC
	102239 17047 OPERABLE GLASS PANEL PARTITIONS_ADD03

